142 CUMBERLAND RIVER BASIN
03431300 BROWNS CREEK AT STATE FAIRGROUNDS AT NASHVILLE, TN

LOCATION.--Lat 36°07'47", long 86°45'39", Davidson County, Hydrologic Unit 05130202, near center of span on downstream side of bridge on access road
to pit area of the race track at State Fairgrounds, 300 ft west of Craighead Street, 0.3 mi upstream from bridge on U.S. Highway 31A and 41A, and 2.8 mi
southwest of the State Capitol in Nashville.

DRAINAGE AREA --11.8 mi2.

PERIOD OF RECORD.--December 1963 to September 1975. August 1993 to current year.
REVISED RECORDS.--WDR TN-94-1: 1975 (p ).

GAGE.--Data collection platform. Datum of gage is 439.81 ft above NGVD of 1929.

REMARKS.--Records good except for estimated daily discharges, which are fair. Periodic observations of water temperature and specfic conductance are
published in this report as miscellaneous water-quality data.

EXTREMES FOR CURRENT YEAR.--Peak discharges greater than base discharge of 1,000 ft3/s and maximum (*):

Discharge  Gage height Discharge  Gage height
Date Time (ft3/s) (ft) Date Time (ft3/s) (ft)
Nov 18 1350 1,030 5.85 May 31 0105 1,380 6.73
Feb 5 1220 *1,580 *7.14 Jun 12 1655 1,020 5.83
Feb 5 1955 1,090 6.02 Aug 5 0210 1,200 6.31
Apr22 0550 1,350 6.66 Sep 12 1435 1,340 6.65

Minimum discharge, 2.4 ft3/s, Aug. 4.

DISCHARGE, CUBIC FEET PER SECOND
WATER YEAR OCTOBER 2003 TO SEPTEMBER 2004

DAILY MEAN VALUES
DAY  OCT NOV DEC JAN FEB MAR APR MAY JUN JUL AUG SEP
1 7.3 4.7 14 19 17 91 18 37 21 11 3.1 2.7
2 6.1 45 13 54 33 50 15 66 19 5.6 2.8 60
3 5.7 43 14 25 42 32 13 47 15 4.8 2.6 19
4 5.3 43 20 23 27 26 12 32 11 5.4 2.7 7.8
5 6.3 21 14 26 685 116 11 25 9.0 45 135 5.9
6 5.4 5.9 12 19 287 104 10 20 7.6 73 11 5.0
7 4.8 4.9 11 17 134 61 9.7 17 6.8 19 6.9 45
8 45 45 10 16 82 44 8.9 15 23 5.8 5.6 4.0
9 43 43 9.7 16 58 35 8.1 13 8.7 4.9 4.8 3.7
10 55 4.1 35 14 46 28 7.6 13 6.6 73 43 34
11 44 3.9 16 13 35 24 7.4 12 6.0 75 42 3.2
12 4.1 15 14 el3 35 20 85 9.8 68 4.7 5.0 92
13 3.9 5.7 18 el3 26 18 113 13 28 6.7 3.8 31
14 15 4.8 22 el2 22 16 60 30 13 6.4 35 12
15 5.1 7.8 16 el2 19 15 41 252 10 43 33 7.7
16 45 17 26 12 17 19 31 71 8.6 4.0 3.2 50
17 42 8.7 19 14 15 14 25 41 8.7 37 3.0 46
18 3.9 110 18 9 14 16 20 33 75 35 34 15
19 3.6 45 15 41 13 12 17 24 6.7 33 3.0 10
20 3.6 25 14 32 12 29 15 19 6.2 32 16 7.9
21 3.6 18 12 26 11 18 33 15 5.8 3.1 12 6.4
22 35 14 11 23 10 14 323 13 6.0 3.0 43 5.6
23 35 14 33 19 9.7 13 194 11 5.4 2.8 3.7 5.0
24 35 64 21 17 9.6 11 150 95 5.3 2.8 13 45
25 35 25 17 154 9.3 10 89 8.4 75 3.0 7.7 42
26 36 19 15 58 11 9.6 61 7.7 5.1 49 44 4.0
27 9.3 18 14 44 8.9 8.9 43 6.9 4.6 33 3.8 3.7
28 6.6 36 13 32 8.4 8.4 32 75 43 3.0 35 3.6
29 5.7 20 36 27 7.9 45 25 6.3 4.1 2.8 32 3.6
30 5.2 17 28 23 21 24 8.7 12 2.7 3.0 35
31 4.8 23 19 30 162 5.7 2.9
TOTAL 1927 550.4 553.7 929 1,7048 9589 1,501.7  1,0458 350.5 160.0 288.7 4349
MEAN 6.22 183 17.9 30.0 58.8 30.9 50.1 33.7 11.7 5.16 931 145
MAX 36 110 36 154 685 116 323 252 68 19 135 92
MIN 35 3.9 9.7 12 7.9 8.4 7.4 6.3 4.1 27 2.6 2.7
CFSM 0.53 1.55 1.51 2.54 498 2.62 424 2.86 0.99 0.44 0.79 1.23
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1964 - 2004, BY WATER YEAR (WY)
MEAN 6.04 13.3 213 26.1 29.9 36.3 245 224 14.3 7.33 6.57 7.58
MAX 245 34.8 63.8 86.5 88.9 102 50.3 81.8 61.0 19.8 23.2 28.0
(WY) (1996)  (1974)  (1973)  (1974) (2003)  (1975) (1973)  (2003)  (1998)  (1967)  (1971)  (2003)
MIN 0.71 1.36 1.28 5.79 5.87 9.70 436 5.42 1.71 0.96 1.65 0.92

(WY) (1966) (1966) (1966) (1966) (1967) (1966) (1967) (1971) (1966) (1964) (1968) (1965)
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SUMMARY STATISTICS FOR 2003 CALENDAR YEAR FOR 2004 WATER YEAR WATER YEARS 1964 - 2004
ANNUAL TOTAL 9,999.1 8,671.1

ANNUAL MEAN 274 237 18.1

HIGHEST ANNUAL MEAN 30.2 2003
LOWEST ANNUAL MEAN 6.67 1966
HIGHEST DAILY MEAN 638 May 5 685 Feb 5 696 Mar 12, 1975
LOWEST DAILY MEAN 32 Aug26 26  Aug 3 029 Sep 5,1973
ANNUAL SEVEN-DAY MINIMUM 35 Oct19 3.0 Jul 19 036 Sep 2,1973
MAXIMUM PEAK FLOW 1,580 Feb 5 2,210 Nov 27, 1994
MAXIMUM PEAK STAGE 714 Feb 5 820 Nov 27, 1994
INSTANTANEOUS LOW FLOW 24 Aug 4 0.15 Sep 5,1973
ANNUAL RUNOEF (CFSM) 2.32 2.01 1.54

10 PERCENT EXCEEDS 44 45 39

50 PERCENT EXCEEDS 11 12 6.9

90 PERCENT EXCEEDS 42 3.6 1.4
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